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• Resistant to most oils, fuels, hydraulics, dust and solvents 

• Mechanical switch for 10mA - 5A at 9-32VDC 

• Vibration (5G) resistant 

• Designed to allow both vertical and angular movement 

• Standard NO optional NC switch output 

• IP67 protection class 

 

MECHANICAL PLUNGER SWITCH 
 
 

 

www.ateksensor.com 

 
 
 
 

Mechanical switches are used to detect end positions and provide electrical output in commercial vehicles, 
industrial equipment, conveyor systems, and similar applications. 
 
Operating with low mechanical force, the switch opens or closes its contacts through piston or actuator 
movement, enabling reliable system control. Its shock- and vibration-resistant design ensures dependable 
performance in harsh operating conditions. The switch operates with a 9…32 VDC supply voltage and is available 
with Normally Open (NO) and Normally Closed (NC) contact options. 
 
With its robust housing and IP67 protection rating, the switch provides excellent sealing, high temperature 
resistance, and vibration durability, making it suitable for a wide range of industrial applications. 
 

 
 Applications 
 

• Transmissions 

• Drivetrain and conveyor systems 

• Private commercial vehicles 

• Industrial equipment 

• Marine applications 

APS 26  
 

" Oil, Fuel and Hydraulics Resistant, 
Vibration Resistant, IP67 Protection " 
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MECHANICAL DIMENSIONS (mm) 
DIN43650-A SOKETLİ 
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TECHNICAL FEATURES 

Temperature range  

 
-40°C ... +150°C 

Housing Material  
 

AISI304L 

Actuating pin  
 

AISI304L  
 Cable Material  

 
POM 

Contact output type NO (standard), NC (optional) 

Vibration 5g / 100 - 1000Hz  
 Actuation  Axial or side  

Axial Force  
At switch point 10 - 20N 

In minimum position 25 - 50N 

Mechanical Life 1.2 million cycles 
 Operating Pressure 1 BAR 

Voltage Range 
 

12V - 24V  
 Current Range 10mA - 5A  
 Max. Load 135W 

Max. Tightening  50Nm 

Electrical Connection 2 x 0.14 mm² cable 

Protection IP67 
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SWITCHING FUNCTION AND CONNECTION 
 

 

Process Connection  
 
M18x1,5  
*Ask for other options 

 
 
 
 
 
 

 
 

ORDER CODE 

 

NC (Normally Closed) NO (Normally Open) 
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Output Type 
 

NO : Normally open (standard) 
NC : Normally closed (optional) 
 
 
 
 
 

 
 

1M : 1 meters cable  
 
*Ask for other options 

 
 
 
 

 
 

Body Material 
 
E304 : AISI304L 
*Ask for other options 

 
 
 

Model 
 
  

APS 26 - XX - XXXX - XXXX XXXX 

 


