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• Infrared sensor suitable for use in touchless faucets, taps, and urinals 

• On-site configuration of detection range, water flow duration, and on/off functions 
via remote control 

• Various housing options adaptable to different applications 

• Low power consumption 

• Strong moisture resistance 

• High performance in noise immunity and vibration resistance 
 

 
 

ITS faucet sensors operate based on the principle of 
emitting and detecting infrared rays to sense the 
presence and/or movement of objects within the 
detection area. 
The primary function of these sensors is to send a signal 
to the valve to start water flow when hands are 
detected, and to stop the flow when hands are removed. 
They precisely control when the valve should open or 
close the water flow, depending on the presence or 
absence of hands. 

 

www.ateksensor.com 

 
 
 
 

FAUCET SENSOR 
 
 

The ITS series sensors, ideal for applications requiring a long and narrow detection range, can be easily 
configured on-site using a remote control. 
Settings such as detection distance, water flow duration, and on/off modes can be customized to meet user-
specific requirements. 
In addition, various housing options allow the ITS series to adapt perfectly to different installation needs, making 
it a flexible solution for a wide range of plumbing systems and aesthetic preferences. 
 

ITS 20 Series 
 

"Different Housing Options, High 
Precision, Configuration via Remote 
Control" 
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Type IR Sensor 

IR Wavelength 940 nm 

Supply Voltage 4.8V - 6.7V DC (can operate with battery or adapter) 

Current Consumption 10-100 µA (in standby mode) 

Object Detection Range 
Adjustable between 5-30 cm (±2 cm) by remote control or manually 
(Default: 15 cm) 
 Sensor Range Error ±10% of the nominal sensor range 

Water Flow Duration (After the object is 
removed from the sensor's detection area) 

Adjustable between 0.5 and 16 seconds (Default: 1 second) 

Automatic Flow Stop  
(When an object is in front of the sensor) 

120 sn 

Output Pulse Width 20 ms 

Lifespan 500,000 cycles 

LED Indicator 

Blue LED: Flashes once when an object is detected. 
 Red LED: Flashes once when object detection is lost. 
Flashes once per second when the battery level falls below 4.8V. 

Material ABS 

  

 

TECHNICAL FEATURES 

HOUSING OPTIONS 

Code Picture Dimensions 

P1 
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Code Picture Dimensions 

P4 
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Code Picture Dimensions 
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Electrical Connection 

XM : At the desired length, wired only 
S139:  20 cm wired GX16-4 pin female Mike Connector 
*Please ask for others 

E :      Proses bağlantısı 
L :      Dalma boyu 
ØD :  Dalma çapı 
 

* Ölçüler için bknz. Teknik Özellikler  
 

 

 

ITS 20 XX XXX

 

SENSOR ORDER CODE 

Housing Type 

See: Page 2 - Housing Options 

SIGNAL CABLE 

 
GX16-4 pin male/female Mike Connector 

+V Red Pin 1  

GND Black Pin 2 

A (Active) Green Pin 3 

B (Inactive) Yellow Pin 4 

 

 

Product Description Order Code 

 

Faucet Sensor Adjustment Controller KM 

 

ELECTRICAL CONNECTION 

 

Model  
           

Code Picture Dimensions 

P14 

  

P15 

 
 

 

 
 
 

 
 

 
 
 
 
 
 
 
 

 

 
 

OPTIONAL PRODUCTS 
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Product Description Order Code 

 

Faucet Sensor Control Box 
 

Applicable Water Pressure: 0.5Bar-6Bar (0.05MPa-0.6MPa) 
Connection Size: G1/2'' (DN15) 

Control Box Size: 9.3*8.7 cm 
Power Supply Voltage: AC 220V 50/60Hz 
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